
Los Baños, Laguna 4031 Philippines 
Tel Nos. +63(49) 536-6001 to 06 local 210  Telefax +63(49) 536-5991   Email: bac@upou.edu.ph 

 
 
 
 
 
 
 
BIDS AND AWARDS COMMITTEE 
 
11 August 2026 

SUPPLEMENTAL BID BULLETIN NO. 26-013 

This Supplemental Bid Bulletin No. 26-013 is to amend or modify items in the Bid Documents and in 
response to the queries raised during the pre-bid conference conducted 04 August 2026 for the project 
“Supply, Delivery and Installation of Brand New Additional Stage Lighting Fixtures and Control 
System at the ICC Convention Hall” to wit: 
 

 
Note: Please use the Updated Section VII. Technical Specifications and Price Schedule for Goods 
in your bid submission. 
 
For the guidance and information of all concerned bidders. 

 
FINAFLOR F. TAYLAN, DProfSt. 
Chair, BAC 

Received by the Bidder: 

__________________________ Date: ___________ 
Signature over printed name 

Item Response/s 
1. Changes in Section VII. Technical 

Specifications 
Changes in Item 2. Deliverables. 

- Removal of the ABC column 

(Updated Section VII. Technical Specifications is 
attached) 

2. Changes in Price Schedule for 
Goods 

Updated Price Schedule for Goods for Within the 
Philippines and Offered from Abroad are attached 

3. Changes in the Checklist of 
Technical and Financial Documents 

Additional requirement under I. Technical Component 
Envelope: 
…. 
J. Affidavit of Site Inspection 
 
(Updated Checklist of Technical and Financial 
Documents and Affidavit of Site Inspection Template are 
attached) 



 

 1

 

 

 

 

 

Section VII. Technical 
Specifications 
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Technical Specifications 
 
 

 
 
 
Bidders must state “Comply” or “Not Comply” for each specification and provide the 
corresponding performance parameters for offered equipment. Each response must be supported 
by a clear documentary support in the bid and properly cross-referenced. Acceptable evidence includes 
unaltered manufacturer sales brochures, official specification sheets, product samples, independent 
test results, and similar documents. 
 
Claims should be backed by documentary support. If the evidence contradicts the claim, the bid may 
be rejected. Any false statement—whether in the compliance form or supporting documents—found 
during evaluation, post-qualification, or contract implementation may be considered fraudulent in 
accordance with ITB Clause 3.1(a)(ii) and without prejudice to the imposition of appropriate 
administrative, civil, and criminal penalty in accordance with law. 
 
 
 
 

Item 

 
 

Specification 

 
Statement 

of 
Compliance 
 

1 GENERAL REQUIREMENTS  

1. This specification is intended to cover all labor and materials for the complete 
supply and delivery of all proposed items described therein. 

2. Materials and/or work not specifically mentioned in the specification and other 
Contract Documents, but is implied and deemed necessary to complete the 
work shall be supplied by the Contractor, and executed in a work-manlike 
manner of appropriate number, location, size and the highest quality available 
without extra cost to the Owner. 

3. The Owner reserves the right to alter and/or to omit any part of the project, 
any extra charge must be submitted to the Architect and/or Engineer for 
approval of final acceptance. 

4. The Contractor shall furnish for approval of the authorized representative with 
promptness, samples as specified or required work shall be in accordance 
with approved samples. 

5. All contractors submitting the proposal for this project shall first examine the 
site. All proposals shall take into consideration all such conditions that may 
affect the work under this contract.  

6. No alteration or additional work that will result in an additive or deductive cost 
change from the Contract shall be allowed without the approval of the 
chancellor. 
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7. The contractor shall submit at least three (3) options per item for approval. 
Complete specifications with product samples shall be submitted by the 
contractor to the Project Architect and end-user for evaluation. Inspection of 
the Project Architect/Engineer in-charge shall be required prior to installation 
of any item/material on the construction. 

8. The contractor shall promptly remove from the premises all rubbish, trash, 
debris, and all superfluous building materials weekly. After the completion of 
all works, restore all areas that were damaged as affected by the construction 
works and leave the site clean to the satisfaction of the Project Inspector or 
his representative and End-user. 

9. All materials removed from the unit shall be properly documented prior to turn-
over to the End-user for proper safe keeping. The turn-over document shall 
be attached to the contractor's final billing. 

10. Includes free training with certificates for end-users. 

11. This shall be completed within 60 calendar days. 
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2  DELIVERABLES 
 
Description Qty 

Indoor LED flat par light with auxiliary effects 16 units 

Fresnel Lighting Fixture with RDM and 4 Dimming Curves 6 units 

Heavy duty par light clamp 22 units 

Heavy duty safety chain 22 units 

Heavy duty DMX Cable (20 meters) 6 units 

Heavy duty DMX Cable link (2 meters) 22 units 

Customized T-Bar lighting stand with crank (4.3 meters 
maximum height. 60kg maximum load) 

4 units 

Customized heavy duty power extension cable 4 units 

Customized heavy duty multiple outlet 4 gang 4 sets 

Customized heavy duty flight case with wheels: 
2 units for 8 x LED Par lights and accessories 
1 unit for 6 x Fresnel lights and accessories 
1 unit for 2 x Follow spot lights and accessories 
1 unit for 2 x Haze machine and 4 x Haze juice 
2 units for 2 x Moving heads and accessories 

7 units 

Water-based haze machine 
Voltage: AC110~240V 50/60HZ, Power: 1500W 

2 units 

Water-based haze mist liquid 5L/pc 4 units 

Follow spot with 4°-8° manual zoom, manual focus, IRIS, 
shutter, mechanical dimmer and color changer (1* 330W 
7000K lamp), pro stand included 

2 units 

Moving head wash light 19*40W RGBW 4-in-1 LEDs with 
flicker free operation 

4 units 

Lighting controller console 1 unit 

Customized heavy duty table flight case with wheels for lighting 
controller 

1 unit 

Labor cost of required technical personnel and manpower; 
testing, programming, calibration, and commissioning 

1 lot 

Free: Training with Certificate for End-users  
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3 SPECIFICATIONS 
 

LED PAR Lighting Fixture 

Description Specification 

Light Sources: 

LED PAR must have two light sources, main LED and 
a strip light 
Main LED 7*12W 4-IN-1 LEDs (RGBW) 
LED Strip 60*0.2W 3-IN-1 LEDs (RGB) high power 
indoor LED flat par light with auxiliary effects 

Life Span (hrs) 50000 or higher 
Flicker Free 
Operation 

Yes 

Optics 
High efficiency optic system, 25° Beam angle (other 
angles optional), 35°Field angle, High output 

Color System 

RGBW for main light, smooth and pure color mixing 
capability CTO, 2800K-5600K color temperature 
adjustment, RGB for auxiliary light, background colors 
adjustable for auxiliary light 

Built-in Programs 
Different built-in dynamic effect with variable speed, 
Different preset colors 

Strobe Effect 0-25Hz LED shutter/strobe effect with variable speed 
Dimming System 0-100% Smooth linear LED dimming 

Control System 

8/10/15 DMX channels USITT DMX-512 
DMX512, master-slave, sound or auto operation 
DMX recorder and edit function integrated 
IR Remote control as optional 
RDM available (Remote Device Management) 
Wireless system as optional 
Shielded input signal protection for stable signal 
without interference 
3-pin XLR connectors IN/OUT 

Display System 

1.44” TFT LCD display 
4 Control buttons 
180° Reversible for LCD display 
Display auto OFF 
DMX signal and error monitoring indicators 

Cooling System 

Efficient low noise self-adjusting fan cooling system 
integrated aluminum 
Constant temperature readout and management 
function 
Over temperature protection management 

Power Supply 

Electronic supply with active PFC 
AC100-240V 50/60Hz 
PowerCON connectors IN&OUT 
76.1W Power consumption 

Housing 
High tension molded fireproof ABS PC 
2 Hanging brackets 
Exterior finish: Black 

Installation 1*Safety attachment point 
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Operating Condition 
(℃) 

-25℃ to 45℃ ambient temperatures 
IP20 protection rating 

Compliance 

CE 
2014/35/EU - Safety of electrical equipment supplied at 
low voltage (LVD) 
2014/30/EU - Electromagnetic Compatibility (EMC) 
2011/65/EU - Restriction of the use of certain 
hazardous substances (RoHS)  

Weight (kg) 2.34 
    
LED Studio Wash Lighting Fixture 
Description Specification 

Source: 
Source: 1*600W 2-IN-1 LED (3200K+5600K)  
300W Constant power output at any color temperature 

CRI:  ≥90 
Frequency:  2-25KHz Frequency adjustable 
Life Span (hrs) 50000 or higher 

Optics 
A set of high resolution and precise optics 
Manual zoom range: 12°-65° 

Barn Door System: 4-Leaf rotating barn doors should be included 

Color System: 
3200K-5600K Linear color temperature adjustment  
Color frame should be included 

Strobe Effect 0-25Hz LED shutter/strobe effect with variable speed 

Dimming System 
0-100% Smooth linear LED dimming 
4 Dimming curves 
2 Dimming modes 

Control System 

2/4/7 DMX channels 
RDM available (Remote Device Management) 
DMX512, master-slave, or auto operation 
DMX recorder and edit function integrated 
Shielded input signal protection for stable  
signal without interference 
3-Pin XLR DMX connectors IN/OUT 

Display System 
2.8" Touch TFT LCD display 
180°Reversible for LCD display 
Display Auto OFF 

Cooling System 

Advanced cooling system integrated aluminum and 
copper with liquid 
Efficient ultra low noise fan cooling system 
Constant temperature readout and management 
function 
Over temperature protection management 

Power Supply 

Electronic supply with active PFC 
AC100-240V 50/60Hz 
TRUE-1 PowerCon IN/ OUT with fuse 
300W Power consumption 

Installation 1*Safety attachment point 

Operating Condition 
Operating positions: all-25℃ to 45℃ ambient 
temperatures 
IP20 protection rating 
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Compliance 

CE 
2014/35/EU - Safety of electrical equipment supplied at 
low voltage (LVD) 
2014/30/EU - Electromagnetic Compatibility (EMC) 
2011/65/EU - Restriction of the use of certain 
hazardous substances (RoHS)  

Weight (kg) 10.3 
    
Heavy Duty Lighting Fixture Clamp 
Description Specification 
Material Aluminum Alloy 
Tube Diameter 
(mm) 

48-51 

Clamping 
Complete wrap around the truss for security and 
stability 

Install Hole (mm) 9mm 
Color Black 
Load Capacity (kg) 100kg 
Weight (kg) 0.15kg 
    
Heavy Duty Lighting Fixture Safety Chain 
Description Specification 
Material Steel Rope 
Carabiner Yes 
    
Heavy Duty Lighting Fixture DMX Cable  
Description Specification 
Cable DMX, digital cable 
Connector 3-Pin XLR 
Length (m) 20m 
    
Heavy Duty Lighting Fixture DMX Cable 
Description Specification 
Cable DMX, digital cable 
Connector 3-Pin XLR 
Length (m) 2m 
    
Customized Heavy Duty Lighting Fixture T-Bar Lighting Stand with 
adjustable crank 
Description Specification 
Material Steel 
Maximum Height 
(m) 

4.3m 

Maximum Load 
Capacity (kg) 

60kg 

Crank Yes - for adjustable height control 
Stability Tripod 
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Heavy Duty Lighting Fixture Power Extension Cable 
Description Specification 
Cable 3-Core, Sheathed Power Cable 
Connector Heavy Duty Power Plug 
Length (m) 20m 
    
Heavy Duty Lighting Fixture Multiple Plug Power Cable 
Description Specification 
Cable 3-Core, Sheathed Power Cable 
Outlet 4 Gang, 3 Prong x2 
Length (m) 2m 
    
Heavy Duty LED PAR Lighting Fixture and accessories Flight Case 
Description Specification 
Storage 8-in-1 
Caster Wheels Yes 
Interior Foam for added protection 
    
Heavy Duty Studio Wash Lighting Fixture and accessories Flight Case 
Description Specification 
Storage 6-in-1 
Caster Wheels Yes 
Interior Foam for added protection 
    
Heavy Duty Follow Spot Lighting Fixture and accessories Flight Case 
Description Specification 
Storage 2-in-1 
Caster Wheels Yes 
Interior Foam for added protection 
    
Heavy Duty Haze Machine and accessories Flight Case 
Description Specification 
Storage 2-in-1 
Caster Wheels Yes 
Interior Foam for added protection 
    
Heavy Duty Moving Heads and accessories Flight Case 
Description Specification 
Storage 2-in-1 
Caster Wheels Yes 
Interior Foam for added protection 
    
Water-base Haze machine 
Description Specification 
Voltage: AC110～240V 50/60HZ 
Power: 1500W 
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Mist:  Water-Base 
Re-heating time: 45 sec 
Capacity of oil tank: 6L 
Control: DMX/remote control/Manual  
Machine Size: 415x303x235mm 
Weight: 8.9kg 
    
Juice for Haze machine 
Description Specification 
Voltage: 5 liters / 5000ml 
Mist:  Water-Base 
    
Follow Spot Lighting Fixture 
Description Specification 

Light Sources: 

330W lamp 
Color Temperature: 7000K 
3200K-6500K  
Color temperature adjustment 
15000lm (source), 13000lm(fixture) 
CRI: ≥85 

Life Span (hrs) 1500 or higher 
Flicker Free 
Operation 

Yes 

Optics 

Optimized high-definition optical system for improved 
photometric performance and field uniformity 
Projector-quality, high contrast aspheric lens 
Manual zoom system from 4°-8° 
Flat and even spot image 
Smooth manual focus system with focus knob at the 
side 
Beam edge continually adjustable hard-to-soft 

Color System 
Color changer with 5 dichroic colors plus white (not 
including color filters) 

Dimming System Smooth and precise manual mechanical dimming 

Cooling System 
Highly efficient low noise multi-zone cooling of lamp 
house and oversized lamp holder heat-sinks for 
maximum reliability and durability 

Power Supply 

Electronic supply with active PFC 
Electronic ballast 
AC100-240V 50/60Hz 
460W Power consumption 

Housing 

Strong sheet metal construction for durability 
Friendly wrap-around handle with comfort, safety and 
practicality  
from all operating positions 
Moving parts on top for easy access to all parts for 
cleaning and maintenance 
Fast locking parts for easy lamp assembly and 
replacement 
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Installation 
Pro stand included, with 60° manually adjusting angle 
and height adjustable 

Operating Condition 
(℃) 

Operating positions: device on floor-25℃ to 45℃ 
ambient temperatures 
IP20 protection rating 

Compliance 

CE 
2014/35/EU - Safety of electrical equipment supplied at 
low voltage (LVD) 
2014/30/EU - Electromagnetic Compatibility (EMC) 
2011/65/EU - Restriction of the use of certain 
hazardous substances (RoHS)  

Weight (kg) 15 
    
Moving Heads Lighting Fixture 
Description Specification 
Light Sources: 19*40W RGBW 4-in-1 LEDs 
Life Span (hrs) 50000 or Higher 

Optics 

19PCS high efficiency acrylic lens 
Optimized light pipe for higher LED efficiency 
4°-60° Smooth and quiet linear motorized zoom 
360°Continuous front lends rotation with  
variable speed 

Movement 
PAN movement: 540° (8/16 bit) 
TILT movement: 270° (8/16 bit) 

Color System 

Pixel mapping capability with each LED  
Sophisticated 4 colors RGBW mixed 
Even and soft light coverage with pure mixing  
2500K-8000K Linear color temperature adjustment  

Strobe Effect  1-25Hz shutter/strobe effect with variable speed  

Dimming System 
0-100% Smooth linear LED dimming  
Fine dimming control  

Control System 

21/23/35/78/92/97/99 DMX channels  
USITT DMX-512 
DMX512, master-slave, auto operation and sound 
control 
DMX recorder and edit function integrated 
RDM available (Remote Device Management) 
Shielded input signal protection for stable signal 
without interference 
3-pin XLR DMX connectors IN/OUT 

Display System 

1.8" TFT LCD display  
5 Control buttons 
180°Reversible for LCD display 
Display auto OFF 
DMX signal monitoring indicator 

Cooling System 
Advanced cooling system integrated aluminum and 
copper with liquid  
Efficient low noise self-adjusting fan cooling system  



 

 11 

Power Supply 

Electronic power supply 
AC100-240V 50/60Hz 
PowerCon IN/OUT with switch and fuse  
700W Power consumption  

Housing 

Molded fire proof ABS PC 
Skeleton made of aluminum and steel metal plates  
Two side handles on base 
Exterior finish: Black 

Installation 
2*1/4 turn fastening Omega Clamps (Adaptable 
vertically and horizontally)  
1*Safety attachment point 

Operating Condition 
(℃) 

Operating positions: all (device on floor or fixed to a 
support) -25 to 45 ambient temperatures 
IP20 protection rating  

Compliance 

CE 
2014/35/EU - Safety of electrical equipment supplied at 
low voltage (LVD) 
2014/30/EU - Electromagnetic Compatibility (EMC) 
2011/65/EU - Restriction of the use of certain 
hazardous substances (RoHS)  

Weight (kg) 11.7 
    
Lighting Fixture Controller 
Description Specification 
Processor Intel i5 
Memory 120GB SSD, 4GB RAM 
UPS Built-in 
DMX Output 4 Outputs 
Channels 2048 
Mechanical Faders 10 page turning playback faders 
Customizable 
Macro Function 
Keys 

20 keys 

Screen 
14.1-inch, high brightness touch screen, expandable to 
a Titan Fader wing 

Headphone Output Yes 

Network Interface 
1 Gigabit, supports Art-Net, Titan-Net and Streaming 
CAN protocols 

Compatibility Compatible with other TITAN system console 
Weight (kg) 14kg 
    
Heavy Duty Lighting Controller and accessories Flight Case 
Description Specification 

Form 
Table-type height so controller can be on top without 
removing it 

Storage Accessories at the bottom and controller on top 
Caster Wheels Yes 
Interior Foam for added protection 
    



 

 12 

Brand requirements 
Description Specification 

Compliance for 
Lighting Fixtures 

CE 
2014/35/EU - Safety of electrical equipment supplied at 
low voltage (LVD) 
2014/30/EU - Electromagnetic Compatibility (EMC) 
2011/65/EU - Restriction of the use of certain 
hazardous substances (RoHS)  

 

4 Conformity with and submission of the following: 
1. Brochure and technical specifications of the items being offered; 
2. Certificate issued by the Manufacturer indicating that the bidder is authorized 

to distribute and service the supplied Lighting Fixtures and all its 
accessories; 

3. Certification from the Bidder that the company is existing for at least 10 years 
supported by SEC/DTI/CDA Registration; 

4. Certification from the Bidder that they have a service unit should the LED PAR 
fixtures and Lighting Console have to be repaired; 

5. Key Personnel: Two (2) Lighting Technicians (min. 3 years’ experience) with 
attached Bio-Data and Training Certificate from the manufacturer 

6. List of human resources/manpower to be deployed to the project including the 
Two (2) Lighting Technicians; 

7. Warranty Certificate (1 Year Warranty). 
 

 

 
I hereby verify to comply with all the above requirements.  
 
________________________________________________ 
Signature over printed name of the authorized representative  
 
________________________________________________ 
Position 
 
________________________________________________ 
Company name  
 
________________________________________________ 
Date
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Price Schedule for Goods 

 
 

 
Name of Bidder  .  Project ID No.  ___.  Page _ of _ 
 

Pricing Details for Goods Offered from Within the Philippines 
 

1 2 3 4 5 6 7 8 9 10 
Item Description Source of 

Domestic 
Product, as 
certified by 

the Relevant 
Agency  

Quantit
y 

Unit 
price 
exw 
per 

item  

Transport
ation and 
all other 

costs 
incidental 

to 
delivery, 
per item  

Sales and 
other 
taxes 

payable if 
Contract 

is 
awarded, 
per item  

Cost of 
Incident

al 
Services

, if 
applicabl

e, per 
item 

Total 
Price, per 

unit  
(col 

5+6+7+8)  
 

Total Price 
delivered 

Final 
Destination  

(col 9) x   
(col 4)  

 

1 Supply, 
Delivery and 
Installation of 
Brand New 
Additional 
Stage Lighting 
Fixtures and 
Control System 
at the ICC 
Convention 
Hall- 
₱2,385,000.00 

 1 lot       

 
   
 

Name: ____________________________________________________________  
 
Legal capacity: _____________________________________________________ 
 
Signature: _________________________________________________________ 
 
Duly authorized to sign the Bid for and behalf of: __<insert company name>______ 
 
Date: ___________________  
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Price Schedule for Goods 

 
 

 
Name of Bidder  .  Project ID No.  ___.  Page _ of _ 
 
Pricing Details for Goods Offered from Abroad  
 

1  2  3  4  5  6  7  8  9  

Item Description  
Country 

of 
origin  

Quantity  

 
 
 

Unit price 
CIF port of 

entry 
(specify 

port) or CIP 
named 
place  

(specify 
border point 
or place of 

destination) 
 
 
  

Total CIF 
or CIP 

price per 
item  

(col. 4 x 
5)  

Unit Price 
Delivered 

Duty 
Unpaid 
(DDU)  

Unit price 
Delivered 
Duty Paid 

(DDP)  

Total Price 
delivered 

DDP  
(col 4 x 8)  

1 Supply, Delivery and Installation of 
Brand New Additional Stage Lighting 
Fixtures and Control System at the 
ICC Convention Hall-₱2,385,000.00 

 1 lot 

     

 
 
 
Name: ____________________________________________________________  
 
Legal capacity: _____________________________________________________ 
 
Signature: _________________________________________________________ 
 
Duly authorized to sign the Bid for and behalf of: __<insert company name>______ 
 
Date: ___________________ 
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Checklist of Technical and Financial Documents 
 
I. TECHNICAL COMPONENT ENVELOPE (Original and Copy 1) 

 
Class “A” Documents 

Legal Documents 
 (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages) 

in accordance with Section 20.2.9 of the IRR; 
 

Technical Documents 
 (b) Statement of the prospective bidder of all its ongoing government and private 

contracts, including contracts awarded but not yet started, if any, whether 
similar or not similar in nature and complexity to the contract to be bid; and 
 

 (c) Statement of the bidder’s Single Largest Completed Contract (SLCC) similar 
to the contract to be bid, except under conditions provided for in Sections 
52.4.1.3 and 52.4.2.4 of the IRR of RA 12009, within the relevant period as 
provided in the Bidding Documents. The SLCC should be at least 50% of the 
ABC;  

 (d) Bid Security: Original copy of Notarized Bid Securing Declaration or Cash, 
or if in the form of a Surety Bond (submit also a certification issued by the 
Insurance Commission as authorized to issue such security); and 
 

 (e) Schedule of Requirements (Section VI)/Production/Delivery Schedule; 
 

(f) Conformity with the Technical Specifications (Section VII). Bidders must 
state under Statement of Compliance either “Comply” or “Not Comply” 
against each of the individual parameters of each specification, which should 
include the following: 
1. Brochure and technical specifications of the items being offered; 
2. Certificate issued by the Manufacturer indicating that the bidder is 

authorized to distribute and service the supplied Lighting Fixtures and 
all its accessories; 

3. Certification from the Bidder that the company is existing for at least 10 
years supported by SEC/DTI/CDA Registration; 

4. Certification from the Bidder that they have a service unit should the LED 
PAR fixtures and Lighting Console have to be repaired; 

5. Key Personnel: Two (2) Lighting Technicians (min. 3 years’ experience) 
with attached Bio-Data and Training Certificate from the manufacturer 

6. List of human resources/manpower to be deployed to the project 
including the Two (2) Lighting Technicians; 

7. Warranty Certificate (1 Year Warranty). 
 

 (g) Original duly signed Omnibus Sworn Statement (OSS); 
and if applicable, Original Notarized Secretary’s Certificate in case of a 
corporation, partnership, or cooperative; and/or Original Special Power of 
Attorney of all members of the joint venture giving full power and authority to 
its officer to sign the OSS and do acts to represent the Bidder; and 
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Financial Documents 
 (h) The prospective bidder’s computation of Net Financial Contracting Capacity 

(NFCC);  
or  
A committed Line of Credit from a Universal or Commercial Bank in lieu of 
its NFCC computation. 
 
 

Class “B” Documents 
 (i) If applicable, a duly signed joint venture agreement (JVA) in case the joint 

venture is already in existence.  
or  
duly notarized statements from all the potential joint venture partners 
stating that they will enter into and abide by the provisions of the JVA in the 
instance that the bid is successful. 
 

(j) Affidavit of Site Inspection. 
 

II. FINANCIAL COMPONENT ENVELOPE (Original and Copy 1) 
 (a) Original of duly signed and accomplished Bid Form which should include 

Secretary’s Certificate and/or Special Power of Attorney, if applicable; 
and 
 

 (b) Original of duly signed and accomplished Price Schedule (s). 
 

 
Note: 
The prescribed documents in the checklist are mandatory to be submitted in the Bid.  
 
 
 



 

 _______________________ 
                 Date  

 
 
 

AFFIDAVIT OF SITE INSPECTION 
 
 

This is to certify that this Company, through its authorized representative, _______________, 
has conducted the inspection of the site for the project 
“_________________________________” located at UP Open University Headquarters, Los 
Baños, Laguna, on this ______ day of __________________ 20__, in connection with our 
desire to participate in the bidding for the above project.  

 

 

 

______________________________  
(Printed Name & Signature of Bidder)  

 

 
 
 Republic of the Philippines)  
______________________) S.S.  
 
 
SUBSCRIBED AND SWORN to before me this ______ day of _____________________, 
20__, with affiant exhibiting me his Government Issued ID No. ___________________ 
issued on ________________, 20___, at ___________________________________.  
 
 

_____________________________  
(Notary Public)  

Until 31 December 20____ 
       PTR No._______________ 
       Issued at: _______________ 
       Issued on: _______________ 
       TIN No. ________________ 
 
 
Doc. No. ___________  
Page No. ___________  
Book No. ___________ 

Series of. ___________ 


